7 am

· Adhere to standard iso/fiber glass facer? Yes and densdeck prime
· Great samples, very sticky ,liked included kit details
· Is it reinforced? Layer of scrim not for reinforcing but for stability
· Add slide deck to showpad?

New SBS 
· Creating film base sheets
· Top and base? No specs yet
· Market opportunitity ,all of our competitions offer torch applied sheet as well as variation w burn off top, walkabaility standpoint
· No gumming boots up, no holding moisture in morning
· Demand is NE/NYC
· Current offers dynabase heat weld
· Want inverted version, sand on top to torch
· Film with lap line already on it?
· Plattsburgh manufacture focus
· Poly facer focus?
· Trials completed this year goal
· Jan/feb launch window

10 am
· Limit on vertical height?
· 40 degrees and rising? 20-40 with a primer?
· Only UL and FM approved if it’s primed for horizontal? For 20-40 degrees
· If surface is smooth do I still have to primer
· Release liner come off – how long can we allow them to stay in excessive weathers – specifically heat\
· Will Separator CGF be acceptable for use without Primer?? As a coverboard
· Horizontal application does NOT need primer (if approved surface) for UL and FM Approvals
· Don’t leave adhesive edge exposed, you can use it to wrap a curb (question was if you can use it)
· What size is the strip
· 6in overlap with sealing strip? What is the amount you want overlap 
· Quesiton about patching over FIT tapes
· This may answer the question for patching over FIT tapes.
· https://www.jm.com/content/dam/jm/global/en/commercial-roofing/Flashing%20Details/Single%20Ply/JM%20EPDM%20details/e-ms-18-jm-epdm-sa-side-lap-sealing-strip-and-t-joint.pdf
· Is the release paper robust enough to not splinter 
